NYLOPLAST 36" STRUCTURE WITH LADDER DETAIL

NOTES:

1. LADDERS SERVING MANHOLES CAN USE DEVIATIONS OF OSHA 1910.27 FOUND IN ASTM C478-12. LADDERS ARE TO BE ORDERED FROM LANE INTERNATIONAL CORPORATION ONLY.
2. CORROSION RESISTANT BRACKETS, WITH STAINLESS STEEL HARDWARE, SHALL BE ATTACHED TO THE LADDER BY THE PIPE FABRICATOR. THE HARDWARE IS INCLUDED WITH LADDER.
3. USE STAINLESS STEEL BOLTS, WASHERS AND NUTS TO ATTACH THE LADDER BRACKETS THROUGH THE PVC DRAIN BASIN SIDE WALL.
4. LADDER SHALL BE PLACED SO THAT TOP RUNG IS LESS THAN 14-INCHES FROM BASE SURFACE AND BOTTOM RUNG IS AS LOW AS POSSIBLE.
5. BOTTOM OF LADDER SHALL BE ATTACHED TO BOTTOM END CAP WITH SS HARDWARE SUPPLIED WITH THE LADDER.
6. WEIGHT OF LADDER TO REST ON END CAP.
7. ALL HARDWARE IS TO BE TIGHTENED PRIOR TO SHIPMENT.